


MAINTENANCE RECORD

DATE TOTAL TIME AUTHORIZED SIGNATL
IN SERVICE DESCRIPTION OF THE WORK PERFORMED CEREIFICATE TYPE
NUMBER
19____ | HOURS 10ths
— 10000 Flying Cloud Drive
s Eden Prairie, MN 55347
VY
MODERN AVIONICS g
800 / 525-2783
ENGINE fax 952 / 941-0206
CESSNA 1828, SN 18280174, N292MA
TACH: 783.9 HOBBS: 905.5 AC TT:783.9 i1ld: N/A C.R.S. QI2R110L
Lycoming 10540-AB1AS, SN 1.-26245-48A
TSMO: N/A TSTO: N/A 1T: 783.9
Performed annual inspection per Cessna |82 maintenance/service
manual and FAR43, Appendix D. Changed oil and fitter. Cut fitter and inspected. No metal found.
Serviced engine with 8 gts. Exxon 20W30 Elite and oil filter p/n CI48110-1. Performed compression tests
with the following results; 1) 74/80, 2) 76/80. 3) 76/80, 4) 76/80. 3) 74/80, 6) 76/80. Took oil samplc and sent
in for analysis. Cleancducl injectors. Complied with ADD 2002-26-01 injector line inspection. Next due tach
883.9. lUpdated and installed AD log in aircraft records. See AD log for additional information. Post run up
and leak cheeked good. )
The aircrafl. airframe, aircralt engine, propeller or appliance identified above was repaired and inspected in
accordance with current Regulations ol the Federal Aviation Administration and is approved for return to
scrvice. Pertinent details of the repair arc on fiic at this repair station under:
Work Order #18909 Dated: MW
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— 10000 Flying Cloud Drive
DATE TOTAL TIME 4 Eden Prairie, MN 55347 ITHORIZED SIGNATU!
IN SERVICE A— CERTIFICATE TYPE
MODERN AVIONICS 952 / 941-2783 & NUMBER
19____ [ HOURS | 10ths
800 / 525-2783
ENGINE fax 952 / 941-0206

CESSNA 182S, SN 18280174, N292MA
HOBBS: 929.4  TACH: 802.8
Drained oil and removed filter. Cut filter and checked for

C.R.S. QI2R110L

metal. Found ok. Serviced engine with 8 gts. Exxon Elite 20W50 and installed oil filter p/n
CH48110-1. Serviced tires and battery. Washed engine. Checked compliance of AD 2007-04-
19-R1, SAP cylinders and found not applicable. Checked compliance of AD 2006-20-09R 1,
crankshaft failure and found to be applicable and is due for replacement at engine overhaul or by

2010 whichever comes first. Post operations check was good.

The aircraft, airframe, aircraft engine, propeller or appliance identified above was repaired and
inspected in accordance with current Regulations of the Federal Aviation Administration and is
approved for return io service. Pertinent details of the repair are on file at this repair station under:




